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692 is a water-based concentrate (dilution ratio 1:20–1:30) for the preparation of a ready-to-use surface 

coating for absorbent or soft substrates such as textiles (e.g., PES, cotton, polyamide blends), stone, and 

wood.  

The coating forms an ultra-thin, transparent easy-to-clean layer that significantly reduces the penetration of 

water, dirt, grease, oil, soot, coffee, cola, red wine, and other staining agents. 

The resulting nanoscale film reduces the adhesion of microorganisms and liquids on the surface. The 

formulation is based on organofunctional silanes, water-based, nanoparticle-free, and breathable. 

Shake or stir the concentrate well before use and dilute at a ratio of 1:20–1:30 with demineralized water. 

Application: 

It is recommended to wear nitrile or butyl gloves with a minimum thickness of ≥ 0.7 mm and a tested 

breakthrough time of > 480 minutes. 

Application can be done by spraying, dipping, or using the foulard method. Ensure even wetting of the 

surface – for textiles fully but not soaking wet. Distribute excess liquid with a microfiber cloth. 

Drying: at least 12 hours at room temperature, or up to 24 hours at low temperatures (e.g., 10 °C). 

Optional: industrial drying 3–5 minutes at 120–160 °C (if the substrate is heat-resistant). 

Coverage: up to 40 m² per litre – depending on surface structure and absorbency. Highly absorbent 

materials like carpets require significantly more product than fine fabrics such as silk. 

The coating acts as a temporary protective film – soiling should be removed within 2-3 minutes 

to avoid staining. 
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Contains PFAS. 

 

 

Base SiO₂/fluoropolymer with antimicrobial agent in 

water 

Colour White, translucent 

Odour Typical 

pH value 3–4 

Flash point > 93 °C 

Density (20 °C) 1.0 g/cm³ 

Viscosity (20 °C) < 10 mPa·s 

Water solubility Fully miscible 

Solids content Approx. 1% 

Layer thickness Approx. 20–200 nm 

VOC content VOC-free 

Shelf life (unopened) 6 months 

Storage +5 °C to +25 °C, dry, protected from light and 

frost 

 

 

 

692 is not classified as a hazardous material (according to CLP Regulation) and is not a dangerous good 

under transport regulations (ADR/IMDG/IATA). No labelling requirement. 

 

• HS Code: 3809 9100 

• Not subject to labelling, not classified as dangerous goods. 

• Water hazard class: 1 (slightly hazardous to water according to German Water Resources Act). 

 

• 1 liter bottle   (692-1) 

• 5 liter container  (692-5) 

• 30 liter container  (692-30) 

• 200 liter drum   (692-200) 

• 1000 liter IBC   (692-1000) 


