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697 is a water-based concentrate that hardens at room temperature. It is used to prepare a ready-to-use 

surface coating for absorbent or soft substrates such as textiles (e.g., PES, cotton, polyamide blends), stone 

and wood. 

The coating creates an ultrathin, transparent easy-to-clean layer that significantly reduces the penetration of 

water, dirt, grease, oil, soot, coffee, cola, red wine and other stain-forming substances. 

The resulting nanoscale film reduces the adhesion of microorganisms and liquids to the surface. The 

formulation is based on organofunctional silanes, is water-based, nanoparticle-free, breathable and optimized 

for strongly absorbent mineral substrates. 

The concentrate must be diluted with demineralised water before use: 

• For stone and wood surfaces:   1 part concentrate + 9 parts water    (1:9) 

• For textiles:     1 part concentrate + 14 parts water  (1:14) 

Application: 

We recommend wearing nitrile or butyl gloves with a minimum thickness of ≥ 0.7 mm and a tested 

breakthrough time of > 480 minutes. 

Application methods include spraying, dipping or foulard process. The surface to be treated must be  

evenly wetted – for textiles, fully but not soaked. Distribute excess liquid with a microfiber cloth. 

Dry for at least 12 hours at room temperature, or up to 24 hours at low temperatures (e.g. 10 °C).  

Optionally, thermal drying at up to 100 °C is possible (if the substrate is heat-resistant). 

Note: Slight yellowing may occur on white textiles. For white fabrics, we recommend using our 691-1 coating. 

The coverage is up to 40 m² / litre - depending on the structure and absorbency of the substrate. Highly 

absorbent materials such as carpets require significantly more product than fine fabrics such as silk. 

 

The coating acts as a temporary protective film – soiling should be removed within 2-3 minutes to 

avoid staining. 
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697 is a concentrate that must be diluted with water in a ratio of 1:9 to 1:14, depending on the application. 

Undiluted it contains 6000 ppb. 

• at 1:9 dilution:  6000 ppb ÷ 10 = 600 ppb 

• at 1:14 dilution:  6000 ppb ÷ 15 = 400 ppb 

In both cases, the PFAS concentration in the ready-to-use solution is significantly below the limit value of 

1000 ppb as defined in EU Regulation 2024/2462 for PFHxA-related substances.  

Thus, the diluted product complies with this regulation. 

 

Appearance slightly yellowish, liquid 

Odor typical 

pH value approx. 4 

Flash point > 95 °C 

Density at 20 °C 1.05–1.07 g/cm³ 

Viscosity (20 °C) 1.5–1.7 mPa·s 

Water solubility completely miscible 

VOC VOC-free 

Shelf life (unopened) 24 months 

Storage +5 °C to +25 °C, dry, protected from light and frost 

 

697 is not classified as a hazardous substance (according to CLP regulation) and is not a dangerous good 
according the the transport regulations (ADR/IMDG/IATA). Not subject to labelling requirements. 

HS Code:  3910 0000 
UBA No.:  5704 0025 
 

• 1 liter bottle   (697-1) 

• 5 liter container  (697-5) 

• 20 liter container  (697-20) 

• 200 liter drum   (697-200) 

• 1000 liter IBC   (697-1000) 




