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7678 is a silane-based two-component concentrate for the production of the ready-to-use coating 7675  
Duo Glass-Metal. After proper dilution and application, it forms a forms a durable, ultra-thin protective  
layer (~100 nm) with a pronounced lotus effect. 

Mixing instructions for a 100 kg batch (=121 litres) of ready-to-use solution (RTU): 

 

• Phase A – 98.960 kg isopropanol (100%, water content < 0.1%): Add to a clean mixing container. 

 

• Phase B - 0.908 kg K1 concentrate: Slowly add to phase A for approx. 10 minutes, stirring constantly 

  for approx. 10 minutes. 

 

• Then continue stirring for 30 minutes. 

 

• Phase C – 0.132 kg K2 concentrate: Add dropwise to the A+B mixture over approx. 10 minutes while stirring. 

 

• Continue stirring for another 30 minutes. 

 

• Let the finished solution rest without stirring for at least 12 hours. 

 

Note: The use of 100% isopropanol with a water content below 0.1% is mandatory. 

Property Value 

Appearance Colorless, liquid 

Density Component 1 0.88 – 0.90 g/cm³ 

Density Component 2 1.00 – 1.20 g/cm³ 

Flash Point Component 1 165 °C (closed cup) 

Solubility Component 1 Not miscible with water (hydrolytic 

decomposition) 

Solubility Component 2 Fully water soluble 

VOC Content Hoch (IPA-basieret 

Shelf Life (liquid) 12 months 

Storage +5 °C to +25 °C  
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• 1 kg set (7675-1) 

• 200 kg barrel (7675-200) 

• Component 1: Not classified as hazardous according to Regulation (EC) No. 1272/2008 [CLP] 

 

• Component 2: Classified as hazardous under CLP Regulation: 

  - H290: May be corrosive to metals 

  - H314: Causes severe skin burns and eye damage 

  - Signal word: Danger 

 

• Personal protective equipment required: Protective gloves (nitrile or butyl ≥0.7 mm), Safety  

  goggles, protective clothing: 

 

• Ensure proper ventilation when mixing and handling the product 

• HS Codes: 3208 9091 + 2811 1980 

 

• Transport: 

  - Component 1: Not classified as dangerous goods 

  - Component 2: UN 2796 (Sulfuric Acid), Class 8, Packaging Group II 

 


