
Manual application of the 
ALGT© Permanent  

Anti Corrosion Coating 



Protect against, corrosion, graffiti, abrasion 

Uncoated  

Coated 

           All graffiti can be removed from coated surfaces 



Gloss and Colour 
Enhanced 

Before  coating with 
ALGT© Permanent. 



Protect your 
body  

Clean the surface 
to be coated, to 
remove heavy 
soiling. 

The application process is simple... Clean –Apply- Dry. 

Apply the 
coating with a 
micro-fibre . 



Step 1. Clean the surface with ALGT© surfactant free cleaner. 



Step 2. Thoroughly rinse then dry the surface. The surface 
must be completely dry before the coating is applied. 



DRYING 
 
1. Use clean sponges to dry areas which may hold 

water, such as window seals, handles, etc. 
 

2. Dry the general surface with clean cloths if 
possible. 
 

3. Use “warm air” drying if possible 
 

4. Allow  the surface to dry overnight if possible. 
  



Applying the coating 
 
Ensure that the micro-fibre pad is fully moistened but not dripping wet. 
 
Plan your work carefully and maintain a “wet edge” 
 
The surface will be “tack dry” in 20-30 minutes. 
 

Always follow MSDS guidance.   



Small projects and  repairs can be easily managed with a micro-fibre pad 


